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VERIFICATION OF COMPLIANCE 
to the requirements of 

Machinery Directive 2006/42/EC 
 

Verification Report No. : RA/2015/20003B, TSSB2504000105L0 
Representative Model : SP-Y380 
Series Model(s) : SP-8100, SP-8130, SP-8150, SP-8180, SP-8200, SP-8220, SP-6100, SP-6130, 

SP-6150, SP-6180, SP-6200, SP-6220, SP-6270, SP-4155, SP-4180, SP-4200, 
SP-4220, SP-4240, SP-4270, SP-4350, SP-3155, SP-3180, SP-3200, SP-3220, 
SP-3240, SP-3270, SP-3350, SP-2150, SP-2180, SP-2240, SP-2290, SP-2340, 
SP-1180, SP-1240, SP-1290, SP-1380, SP-0075, SP-0100, SP-0130, SP-0150,  
SP-0180, SP-0100I2, SP-0130I2, SP-8130I2, SP-8180I2, SP-A150, SP-A180, 
SP-A290, SP-A340, SP-Y180, SP-Y240, SP-Y290, MC-8100, MC-8130, MC-8150, 
MC-8180, MC-8220, MC-6150, MC-6180, MC-6220, MC-4155, MC-4180, MC-4200, 
MC-4220, MC-4240, MC-4270, MC-4350, MC-2150, MC-2180, MC-2240, MC-2290, 
MC-A000, MC-A250, MC-A290, MC-1250, MC-1290, MC-1380, MC-Y250, MC-Y290, 
MC-Y380, MC-8000, MC-4000, MC-2000, MC-1000, MC-Y000, MC-2T3-3, 
MC-2T5-5, MC-2T8-8, MC-4T3-3, MC-4T5-5 and MC-4T8-8 

Product Name : Coolant Pump 
Applicant : FLAIR INDUSTRY ACCESSORY CO., LTD. 
Address of Applicant : No. 70, Ln. 686, Sec. 3, Sanfeng Rd., Guangfu Vil., Houli Dist., Taichung City 

421414, Taiwan (R.O.C.) 
Manufacturer : TAIWAN CHANG STEEL ELECTRONIC & MACHINE TOOLS CO., LTD. 
Address of manufacturer : No. 70, Ln. 686, Sec. 3, Sanfeng Rd., Guangfu Vil., Houli Dist., Taichung City 

421414, Taiwan (R.O.C.) 
TCF Number : Flair-202505-V1 
Date of Issue : May 20, 2025 
Date of Expiry : May 19, 2030 
Applicable Standard(s) : EN ISO 12100:2010, EN 809:1998+A1:2009/AC:2010 

Conclusion  
Based upon a review of the Technical Construction File, the apparatus is deemed to 
meet the requirements of the above standard(s) and hence fulfill the requirements of: 
 
Machinery Directive 2006/42/EC  
 
Note：This verification is only valid for the apparatus and configuration described and in conjunction 

with the technical data detailed above. 
The CE mark can be placed on your product, under the responsibility of the manufacturer, after 
completion an EC Declaration of Conformity and compliances with all relevant EC Directives. 

 
Authorized Signatory:  

 
SGS TAIWAN Ltd. Safety Lab. 
Roger Liu  
Department Manager 
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